
Vinten
Technical Data

Osprey Elite Pedestal
3574-3

Osprey Elite, OB version (160mm wheels) 3574-3B

Osprey Elite, studio version (125 mm wheels and cable guards) 3574-3C

Column 3574-11

OB skid 3573-3B

Studio skid 3573-3C

Kick bar 3329-32

Trim weight 3329-328
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STUDIO OB

Payload 75 kg (165 lb) 75 kg (165 lb)

Column weight 24.5 kg (54 lb) 24.5 kg (54 lb)

Skid weight 21 kg (46.2 lb) 21 kg (46.2 lb)

Trim weights 3 kg (6.6 lb) 3 kg (6.6 lb)

Total pedestal weight 48.5 kg (106.8 lb) 48.5 kg (106.8 lb)

Minimum height 66 cm (26 in.) 69.5 cm(27.3 in.)

Maximum height 143 cm (56.3 in.) 146.5 cm (57.6 in.)

On-shot stroke 77 cm (30 in.) 77 cm (30 in.)

Skid leg radius 48 cm (19 in.) 48 cm (19 in.)

Doorway tracking width 97 cm (38 in.) 97 cm (38 in.)

Transit doorway width 86 cm (34 in.) 86 cm (34 in.)

Narrow doorway tracking width 70 cm (27.5 in.) 70 cm (27.5 in.)

Wheel diameter 12.5 cm (5 in.) 16 cm (6.3 in.)

Steering ring diameter 53.5 cm (21 in.) 53.5 cm (21 in.)

Max working pressure 13.8 bar (200 psi) 13.8 bar (200 psi)

Relief valve pressure 16.2 bar (235 psi) 16.2 bar (235 psi)

Accessories
Spanner - for head bolts J551-001

Steering tiller 3329-21

Column - for fitting to Penguin dolly 3329-20

Fixed column - for use with Dolphin arm 3348-3

Short column assembly 3354-3

Low-level adaptor (four-bolt fixing) 3368-24

Set of three OB wheels 3329-30

Set of three studio wheels with cable guards 3329-43

Vinten portable pump 3357-3


